Diskovita ovladaci kola z hliniku, s otoénou rukojeti

Popis zbozi/obrazky produktu

Popis

Material:
Diskovité ovladaci kolo z hliniku.
KuZelova rukojet z duroplastu PF 31 DIN 7708, ¢erna, ¢ep z pozinkované oceli.

Provedeni:
Cerné komaxitovano.
Vénec kola soustruzeny.

Na vyzadani:
Naboje s vnitfnim ¢tythranem.

Vykresy
s otoCnou rukojeti )
7N Ao
\O/ | 1N
L3
DIN 6885-1
B3
W
i
Q
—QUL—. =~
l
—1
Piehled zbozi
Objednaci cislo Provedeni 1 D1 D2 D3 L1 L3 B3 T otocna
vélcova
rukojet

K0161.41080X10 kalibrovany otvor 80 10H7 26 16 31 - - 218 x M6 x 40
K0161.41080X12 kalibrovany otvor 80 12H7 26 16 31 - - 018 x M6 x 40
K0161.41100X10 kalibrovany otvor 100 10H7 31 17 34 - - 018 x M6 x 40
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Diskovita ovladaci kola z hliniku, s otocnou rukojeti
Piehled zbozi

Objednaci cislo Provedeni 1 D1 D2 D3 L1 L3 B3 T otocna

vélcova

rukojet
K0161.41100X12 kalibrovany otvor 100 12H7 31 17 34 - - 918 x M6 x 40
K0161.41125X12 kalibrovany otvor 125 12H7 30 18 37 - - @22 x M8 x 56
K0161.41125X14 kalibrovany otvor 125 14H7 30 18 37 - - @22 x M8 x 56
K0161.41140X14 kalibrovany otvor 140 14H7 34 19 34 - - 922 x M8 x 56
K0161.41140X15 kalibrovany otvor 140 15H7 34 19 34 - - @22 x M8 x 56
K0161.41160X15 kalibrovany otvor 160 15H7 40 20 40 - - 926 x M10 x 80
K0161.41160X16 kalibrovany otvor 160 16H7 40 20 40 - - 926 x M10 x 80
K0161.41200X18 kalibrovany otvor 200 18H7 50 24 46 - - 926 x M10 x 80
K0161.41200X20 kalibrovany otvor 200 20H7 50 24 46 - - 926 x M10 x 80
K0161.41250X22 kalibrovany otvor 250 22H7 50 28 49 - - 831 x M12 x 102
K0161.41250X24 kalibrovany otvor 250 24H7 50 28 49 - - 931 x M12 x 102
K0161.51080X10 licovany otvor s drazkou 80 10H7 26 16 31 3 114 218 x M6 x 40
K0161.51080X12 licovany otvor s drazkou 80 12H7 26 16 31 4 138 918 x M6 x 40
K0161.51100X10 licovany otvor s drazkou 100 10H7 31 17 34 3 11,4 018 x M6 x 40
K0161.51100X12 licovany otvor s drazkou 100 12H7 31 17 34 4 138 218 x M6 x 40
K0161.51125X12 licovany otvor s drazkou 125 12H7 30 18 37 4 138 022 x M8 x 56
K0161.51125X14 licovany otvor s drazkou 125 14H7 30 18 37 5 16,3 022 x M8 x 56
K0161.51140X14 licovany otvor s drazkou 140 14H7 34 19 34 5 16,3 022 x M8 x 56
K0161.51140X15 licovany otvor s drazkou 140 15H7 34 19 34 5 17,3 @22 x M8 x 56
K0161.51160X15 licovany otvor s drazkou 160 15H7 40 20 40 5 17,3 926 x M10 x 80
K0161.51160X16 licovany otvor s drazkou 160 16H7 40 20 40 5 183 926 x M10 x 80
K0161.51200X18 licovany otvor s drazkou 200 18H7 50 24 46 6 208 #26 x M10 x 80
K0161.51200X20 licovany otvor s drazkou 200 20H7 50 24 46 6 228 926 x M10 x 80
K0161.51250X22 licovany otvor s drazkou 250 22H7 50 28 49 6 24,8 931 xM12 x 102
K0161.51250X24 licovany otvor s drazkou 250 24H7 50 28 49 8 273 831 x M12 x 102
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